JH Rhodes Polishing Pad Product List bt e
. Typical Applications
Popular Pad Pad Properties Glass HE IE)F:ystal Metal Ceramic
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CPC-026 None 0.56 (35) 48 ° °
ESM-013 None 0.59 (37) 88 [ [
ESM-U None 0.70 (44) 46 ) ) )
GR-35 Zirconium Oxide 0.59 (37) 38 o ° ° ° °
LP-13 Cerium Oxide 0.35 (22) 73 ° ° °
LP-26 Zirconium Oxide 0.58 (36) 89 ) ) ) ) )
LP-26D Diamond 0.56 (35) 88 °
LP-46 Zirconium Oxide 0.40 (25) 74 ° ) ° )
LP-57 None 0.51 (32) 88 ° ) ° ) ) ) ) °
LP-57C None 0.53 (33) 88 [ )
LP-66 Cerium Oxide 0.42 (26) 80 ) ) ) ) ° ) ) ) ) o °
LP-77 Cerium Oxide 0.43 (27) 78 ) ) ) )
LP-87 None 0.78 (49) 50 ° ) ) ) o o
LP-88 Cerium Oxide 1.12 (70) 64 ) )
LP-99 Silica 0.43 (27) 80 ® [ ) [ )
LP-LASER Zirconium Oxide 0.58 (36) 36 )
LP-S Silica 1.09 (68) 67 ° ° ° ° °
M-25 None 0.42 (26) 89 ® ()
SP-66C Proprietary 0.45 (28) 36 °
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Specifications subject to change without notice.




